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UV-VIS-NIR Large Core Fiber Optic Combiner (Multimode Optical Coupler) 

V Different Core-diameter Fibers Available 

V Wavelength-insensitive and Mode-insensitive 

V All-fiber Monolithic and Compact Design 

V High Transmission Efficiency 

 

ü Optical Power/Beam Combination  

ü Laser to Fiber Delivery Systems  

ü Sensors Technology 

ü R&D 

 

 

General Specifications of Large Core Fiber Optic Combiner (Multimode Optical Coupler) 

Configuration 2x1, 3x1, 4x1, 5x1, 6x1, 7x1, 8x1, 9x1, 10x1 ~ 32x1 

Operating Wavelength (nm) 200-1600 (Optional) 

Transmission Efficiency 80% ~ 99.5% 

Input/Output Fiber Core Diameter ( m) 50, 100, 105, 200, 300, 400, 600, 800, 900, 1000, 1500; Others On Request 

Numerical Aperture of Fiber 0.11, 0.15, 0.22, 0.37, 0.5 

Working Temperature (°C)  -20 ~ +60; (or) -40 ~ +150; Others on Request 

Package Size (mm) ū3.0*65, ū7.0*75 

 

 

Typical Specifications of Large Core Fiber Optic Combiner (Multimode Coupler) ŵ 

Operating Wavelength (nm) 200-1200 Optional (UV Optical Fibers); 350-1600 Optional (NIR Optical Fibers) 

Input Fiber Core/Cladding 105/125 105/125 105/125 200/220 200/220 200/220 

NA (Input Fiber) 0.22 0.22 0.22 0.22 0.22 0.22 

Output Fiber Core/Cladding 200/220 200/220 400/440 400/440 1440/1500 1500/1550 

NA (Output Fiber) 0.37 0.37 0.37 0.37 0.22 0.5 

Port Configuration 3x1 7x1 19x1 3x1 24x1 32x1 

Transmission Efficiency  >90%  >90%  >90%  >90% >80% >80% 

Package Size (mm) ū3.0*65 ū3.0*65 ū3.0*65 ū3.0*65 / / 

Package Type, Pigtail  Stainless Steel Tube with Bare Fiber 

Working Temperature (°C)  -20 ~ +60; (or) -40 ~ +150 
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